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3W & 7W MEDIUM BASE
CFL TORPEDO BULBS

NEW PRODUCT INFORMATION

SOFT WHITE
2700K

	 • Living Areas 
	 • Bedrooms 
	 • Dining Spaces  

BRIGHT WHITE
4100K

	 • Office Use 
	 • Work Areas  
	 • General   
        Lighting 

NATURAL LIGHT
5000K

	 • Reading 
	 • Display Use 
	 • Show Color 
       Accurately

Satco’s Eco – Friendly  
Compact Fluorescent Lamps
A smarter choice for a 
brighter future

• Compact Size
• 3W & 7W Wattage Available
• Offered in 2700K, 4100K  
    & 5000K 
• Long Life – 10,000 Hours  
   Average Lamp Life



 

		  Replace
Item No.	 Watt	 Incandescent	 Lumens	 CCT	 Life/ Hrs. 	 M.O.D.(Inches)	  M.O.L.(Inches)	 ES	 CUFT. 	 Unit UPC	 Case UPC

S7314	 3		  15W	 120	 2700K	 10000		  1.65		  4.96	 N	 0.75	 045923073144	 10045923073141      
S7315	 3		  15W	 120	 4100K	 10000		  1.65		  4.96	 N	 0.75 	 045923073151	 10045923073158     
S7316	 3		  15W	 120	 5000K	 10000		  1.65		  4.96	 N	 0.75 	 045923073168	 10045923073165     
S7321	 7		  40W	 340	 2700K	 10000		  1.77		  4.8	 Y	 0.89	 045923073212	 10045923073219      
S7322	 7		  40W	 340	 4100K	 10000		  1.77		  4.8	 N	 0.89	 045923073229	 10045923073226      
S7323	 7		  40W	 340	 5000K	 10000		  1.77		  4.8	 N	 0.89	 045923073236	 10045923073233       

ES=
Pack Type: Box / Inner Pack 12 / Master Pack 48  

Features and Benefits
• Long life – 10,000 hours

• Amalgam technology insures higher lumen performance
• All lamps offered in 2700K/4100K/5000K

• Four color retail boxed package

3W & 7W CFL Torpedo Bulbs – E26 Medium Base

	 M.O.D. = Maximum Overall Diameter
	 M.O.L. = Maximum Overall Length

Specifications (At full light output)
Ballast Type……………………....................  Electronic
Starting Method………..............................  Rapid Start
Input Line Frequency………….........…...... 50/60HZ
Input Line Voltage……………….... ...........  120VAC
Color Rendering Index………...................  >80
Minimum Starting Temperature................  0° F
Maximum Operating Temperature..........  122° F
Lamp Operating Frequency.....................  >40HZ
Lamp Current Crest Factor.......................  <1.70
Power Factor…………………...........…......  >.50
Total Harmonic Distortion……......….........  <150%
U.L./ C.U.L Listed………………....... .….......  Yes
FCC Compliance….........................…......  Part18
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Visit Our Web Site at: www.satco.com
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National Toll–Free: 
1-800-43-SATCO (1-800-437-2826)


